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Abstract—An ultra-high temperature distributed sensor based
on a Raman Optical-Time-Domain-Reflectometry (ROTDR) and
two types of fibers: a standard multimode fiber and multimode
gold-coated fiber are experimentally validated in this paper.
A calibration technique has been implemented to correct the
dynamic variation of the optical loss in the gold-coated fiber.
Distributed temperature measurements up to 600◦C have been
carried out.
Index Terms—ultra-high temperature, distributed sensor, mul-
timode gold-coated fiber, Optical-Time-Domain-Reflectometry,
Raman DTS.
I. INTRODUCTION
OPTICAL fiber distributed sensors are able to providemeasurements of the magnitude value along the mea-
surement space. The result is given as a continuous function
of position along the optical fiber sensor. This allows the
monitoring in multiple points and can be performed with a
single fiber. As a result, it avoids the strategic placement of
multiple point conventional discrete sensors [1]. This inherent
advantage, combined with the known characteristics of optical
fibers such as the immunity to electromagnetic interference,
and their ability to work in hostile environments [2], [3] have
made the optical fiber distributed sensors systems an intense
research area in the last few years.
Using the optical effects that occur along the optical fibers, it
is possible to develop systems for measuring multiple physical
parameters, such as strain, temperature, electromagnetic field
and so on [4]. Most of the optical fiber distributed sensor
systems use the scattering process to determine some of these
parameters. These sensors are based on different effects such
as Rayleigh scattering, spontaneous or stimulated Brillouin
scattering and spontaneous Raman scattering [5].
Temperature is one of the most controlled physical param-
eters in industrial processes. Due to its low complexity and
insensitivity to strain, distributed temperature sensor (DTS)
systems based on spontaneous Raman scattering in optical
fiber are expanding rapidly in the industry. Nowadays, this
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technology is in a mature state for some industrial applications
such as thermal control of power lines, especially those of
high and medium voltage [6], fire detection in tunnels [7] and
buildings and leak detection in oil wells [8].
Most Raman-based DTS systems and fiber sensors are
designed for operation up to approximately 300◦C. However,
high-temperature distributed sensing for temperatures up to
about 600◦C is a very interesting application in the indus-
try field. For example, to improve the energy output in a
geothermal well, recent researches have the purpose to produce
geothermal fluids at temperatures up to 550-600◦C [9].
The limiting factor in these applications, when a high
temperature monitoring is required, is the optical fiber for the
distributed fiber transducer. It should be able to maintain its
physical and optical properties after being exposed to these
temperatures. Optical fibers are generally protected with a
resistant polymer coating (such as polyamide), which provides
sufficient protection at low temperatures. However, for tem-
peratures higher than 300◦C, this type of coating can not be
used, because the cover is completely burned and disappears,
becoming the fiber fragile and easy to break. This prevents
its use in real environments. Therefore, it is necessary to
employ fibers with other coatings that can withstand these
high temperatures such as metal coatings (aluminum or gold
depending on the application and the maximum temperature
to be reached) [10]. Although these fibers are expensive
compared to standard fibers, they can be used again after being
subjected to high temperatures, exhibiting a higher mechanical
strength. This makes these fibers the best option for different
industrial scenarios.
The problem that arises with the use of the metal-coated
fibers in Raman distributed sensors systems is the dynamic
changes and the non-uniform loss profile [11]. This fact
implies that conventional calibration techniques can not be
employed. The use of a single calibration after installation and
connection of the optical fiber does not give correct results in
these cases. A calibration technique that effectively compen-
sates the non-linear differential attenuation characteristics of
the fiber is required.
Previous works have reported temperature measurements
from 25◦C to 600◦C [12]. Mandal et al., (2015) used a
complex system to achieve high and stable temperatures.
Moreover, the work is focused on the modification of the
electronic part of the system (changing the gain of the
photodetector as a function of the received signal). In our
submission, an easy system with the ability to auto-configure
itself is proposed, regardless of the fiber configuration and the
temperature to measure.
In this paper we present a high temperature distributed
sensor system (up to 600◦C) using a Raman Optical-Time-
Domain-Reflectometry (ROTDR) system and two types of
fibers: a standard multimode fiber and multimode gold-coated
fiber. In addition, a comparison between these fibers have been
realized. Several measurements at different temperatures have
been made in order to show the problems that arise when
temperature measurements are carried out with the gold-coated
fiber. Finally, a calibration technique has been implemented to
correct the errors in the measurements caused by the dynamic
variation of the optical loss with temperature in the Stokes
and the anti-Stokes wavelengths, which allows deployment of
these types of fibers in real field scenarios.
II. THEORY
In Raman DTS systems based on the principle of optical
time domain reflectometry (OTDR), a short and intense laser
pulse is launched into the sensing fiber. The light pulse
propagates along the fiber, interacting with the molecules that
compose the optical fiber core [13]. This interaction generates
light scattering, which can be both elastic and inelastic. The
scattering is elastic when the frequency of the scattered light
is equal to the frequency of the light source, i.e Rayleigh [14].
The other type of scattering occurs when the frequency of the
light source differs from the frequency of the scattered signal.
This is the case of Brillouin and Raman scatterings [15].
A small portion of the scattered light is captured and guided
backwards along the fiber towards the end where the pulse
is launched. Through a circulator, the backscattered signals
are guided into filters to separate the Raman backscattered
light from the Rayleigh and Brillouin backscattered signals.
Finally, the filtered signals are detected by photodiodes, which
are typically high-sensitivity low-noise avalanche photodiodes
(APD) because the power of the collected signals is very small
(60-70dB below the used peak power levels [16]). The output
signals are sampled using a high-resolution analog-to-digital
conversion (ADC) system.
Once the sampling time and the speed of light in the fiber
are known, it is possible to calculate the position z in the
fiber where the scattering has occurred. The spatial resolution
depends on the pulse width of the injected laser pump. To
achieve 1m spatial resolution (resolution commonly used in
practical applications), pulses with 10ns duration are required
[17]. The pulse repetition frequency is limited by the fiber
length [18]. The maximum frequency is given by the following
equation: 2nL/c, where n is the refractive index of the core, L
is the fiber length and c is the speed of light in vacuum.
In the Raman scattering process, the frequency shifts depend
on the characteristic vibrational frequencies of the molecules.
The backscattered Raman upshifted frequency component is
termed anti-Stokes line (AS) and the downshifted component
is called Stokes line (S). The Raman frequency shift in
fused silica is approximately ∆f=13.2 THz (∼100 nm for
wavelength 1550 nm) [19]. The intensity of the AS backscat-
tered exhibits a strong dependence on temperature (∼0.8%/K),














Fig. 1. Schematic diagram of Raman distributed temperature sensor system
based on OTDR technique.
Figure 1 shows a typical schematic of Raman DTS system
based on OTDR. This system exploits the strong dependence
on the AS component with temperature to estimate it. How-
ever, the AS backscattered signal depends not only on the
temperature, but also on the fiber attenuation at AS wavelength
and local losses (such as splices, connectors and bending
losses). Variations in local losses can be misinterpreted as
variations in temperature. To solve this problem, the AS signal
is normalized with another backscattered signal (Rayleigh or
Stokes component).
For a single-ended Raman DTS measurement using both
components of the Raman scattering, the temperature profile
along the fiber can be given from the power ratio of the anti-
Stokes (PAS) and stokes (PS) lines, according to equation [21]:
T (z, t) =
γ





where T is the absolute temperature, z is the distance along
the fiber and C is a dimensionless constant parameter which
groups the influence of various factors such as the difference
in the photodetector responsibility at the two wavelengths. In
this work, the constant C has been considered invariant over
time given that the DTS system temperature does not change.
Van de Giesen et al. reported that C (t) is dependent on the
instrument temperature and it is not a function of position
along the cable [21]. γ is defined as h∆v/K with K being
the Boltzmann’s constant, h the Planck’s constant and ∆v the





∆α(z′)dz′ stands for the accumulative
differential attenuation of the Stokes and anti-Stokes backscat-
ter light along the fiber. In standard fibers, this parameter
can be determined through a calibration. For this purpose,
it is necessary to maintain a section of the fiber in a stable
and known temperature (assuming that the value of this term
does not present significant changes along the fiber). The
double-ended calibration can also be used when ∆α presents
a non-uniform special profile, but it has to be assumed that
this parameter does not change over time [21]. Normally
this calibration process is carried out once and before the
measurements.
III. EXPERIMENTAL SET-UP
In order to carry out a comparison between the use of
standard multimode fibers and gold-coated multimode fibers
to perform distributed temperature measurements, the experi-







Fig. 2. Schematic diagram of the RTDS system used in the experimental tests:
Raman-based Distributed Temperature Sensor instrument (RDTS). sensing
fiber employed, on the one hand, 8m of standard multimode graded index
fiber (blue) and gold-coated fiber of 79m length (yellow), on the other hand,
33m of standard graded-index multimode fiber (orange).
A Distributed Temperature Sensor (DTS) interrogator based
on Raman Optical-Time-Domain-Reflectometry (ROTDR) was
used to accomplish the measurements. The Raman DTS source
is provided by a laser operating at 1064 nm with an average
output power of 17mW. The laser beam waist diameter and
the numerical aperture are approximately 50µm and 0.2 re-
spectively.
The fiber under test (FUT) used in the set-up consisted in,
on the one hand, 8m of standard graded-index multimode fiber
(MMF-50/125µm) spliced to 79m gold-coated fiber-pure fused
silica core (FiberGuide AFS50/125/155G). The use of standard
MMF is to facilitate access to the gold-coated fiber. On the
other hand, 33m of standard graded-index multimode fiber
(MMF-50/125µm). The last 5m of both type of FUTs were
inserted into a high temperature controlled chamber. The two
FUTs were connected to two channels of the RDTS system.
The furnace temperature was modified between room tem-
perature (20◦C approximately) and 600◦C with steps of 50◦C.
After changing the temperature and before taking the measure-
ments, enough time was considered until the temperature was
stable in the furnace chamber.
For the calibration process, 20m of gold-coated fiber and
same length of standard multimode fiber (reference section)
has been used. This section has been maintained at an uniform
and stable temperature. The calibration parameters obtained
were used to accomplish all measures. Each temperature mea-
surement has been repeated 6 times under the same conditions.
The time used to carry out each temperature measurement was
60s.
IV. RESULTS
The anti-Stokes and Stokes signals traces obtained from
the RDTS instrument for the standard multimode fiber using
a R=0.5m spatial resolution are shown in Figure 3. The
standard MMF has been introduced with its coating in the
furnace chamber. It can be clearly noticed the increase of the
temperature values leading to an increase of the power in both
Anti-Stokes and Stokes signals recovered from the hot-spot
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Fig. 3. a) Anti-Stokes and b) Stokes signals obtained for the standard
multimode fiber.
section. The anti-Stokes component presents a larger increase
with temperature in comparison with the Stokes component.
In addition, it can also be observed that in the start of
the section where the temperature changes, the traces present
peaks in the form of ”S”. This fact could be because of the
chromatic dispersion effect [21].
On the other hand, when the temperature was increased
(to more than 300◦C), the cover disappeared. However, this
fact has not introduced significant changes in terms of losses
in the AS and S signals. In this sense, and in order to see
a comparison in the behavior between uncoated and coated
fibers in a Brillouin-based distributed sensor system, Xu et
al. (2016) compared both fibers in a range of temperatures
from 25◦C to 1100◦C. This work concluded that the difference
throughout the temperature range was approximately 4◦C. This
could probably be attributed only to the difference of strain
suffered by both fibers [22]. This fact does not affect the
studies presented in this work given that the Raman effect
is insensitive to strain.
Figure 4 shows the same signals previously discussed, but
now the traces have been obtained from the FUT containing
gold-coated fiber. It can be seen that in the first 8m, which
corresponds to the standard MMF, both the anti-Stokes and
Stokes signals have recovered present more power than the
recuperated by the pure silica core gold-coated fiber at room
































































Fig. 4. a) Anti-Stokes and b) Stokes signals obtained for the gold-coated
fiber.
temperature (20◦C approximately). The power decay of the
backscattered signals is due to, on the one hand, the local
losses produced in the fusion of the standard MMF fiber
and the gold coated fiber and, on the other hand, to the
backscattered signals generated in pure fused silica fibers that
are less than the signals generated in the standard MMF. The
Raman cross section in the pure silica fibers is significantly
smaller than in the Ge doped fibers [19].
It can also be observed a non-uniform profile and small
variations in the traces of the Raman backscattered signals in
the hot zone. This is owing to struts losses introduced by the
microbending induced by the metal coating [11].
From these recovered Raman backscattered signals in both
FUTs, the temperature profile along the two channels has been
estimated. In order to see the influence of the losses variation
with temperature in the gold-coated fiber, the calibration
parameters obtained at room temperature have been used for
calculating the temperature in all measurements. Figure 5
shows the temperature estimated in the hot-spot section for
the two FUTs.
The error committed in the first 8 meters (corresponding
to pigtail) is large, 5◦C approximately. This error has been
calculated as the difference between room temperature and the
average of all the measurements in this section. This is because
the estimated temperature for these 8m has been determined
with the configuration parameters obtained after the calibration
with the gold fiber. These parameters are different to those
obtained when the calibration is performed with the pigtail
section.
As can be observed, using the ratio of the anti-Stokes
to Stokes signals for determining the temperature, it can be
corrected the local loss variations discussed previously in the
Raman backscattered signal traces. However, in the hot-spot
section the non-uniform special profile of the losses in the
gold-coated fiber induces errors in the temperature estimated.
Table 1 shows the average temperature of the section submitted
























































Fig. 5. Temperature profile (a) FUT containing the gold-coated fiber (b) FUT
with standard MMF only.
to temperature variations and its associated error for the two
types of fiber. The error has been calculated as the absolute
value of the difference between the real furnace temperature
and the average temperature of the hot-spot section.
TABLE I
THE AVERAGED TEMPERATURE VALUES AND THE MEAN ERRORS FOR THE
GOLD-COATED FIBER (COLUMN 2 AND 3) AND THE STANDARD MMF
(COLUMN 4 AND 5).
Temperature (◦C) T. (◦C) Error (◦C) T. (◦C) Error (◦C)
20 19.54 0.46 22.97 2.97
50 49.52 0.48 50.55 0.55
100 98.59 1.41 98.99 1.01
150 146.80 3.2 147.98 2.02
200 201.81 1.81 197.08 2.92
250 254.99 4.99 249.12 0.88
300 306.07 6.07 302.99 2.99
350 369.84 19.84 353.88 3.88
400 424.19 24.19 405.44 5.44
450 479.00 29.00 455.94 5.94
500 535.03 35.03 505.88 5.88
550 588.61 38.61 554.84 4.82
600 648.70 48.70 604.25 4.25
From the results presented in Table 1, it can be noticed
that, under the same conditions, the committed errors using
the gold-coated fiber are much higher than those obtained
with standard multimode fiber. The measurement error in the
pure silica gold-coated fiber increases as temperature rises.
The procedure of calibration and measurement used, can be
valid in the case of the multimode fibers. However, in the
case of the gold-coated fiber this process cannot be applied. A
dynamic calibration is necessary to compensate the variations
in the profile, because this type of fibers have a temperature
dependent loss. A previous study of loss variations as a
function of temperature in these fibers [11] has demonstrated
that in 10m of gold-coated fiber it is possible to obtain up to
20dB/Km difference in the losses between the low and high
temperatures. In addition, the attenuation does not maintain
the same spectrum for all wavelengths. Therefore, the value
of the accumulative differential attenuation is changing as the
temperature is being modified.
Added to these problems, the modification of the channel
configuration and the hysteresis losses exhibited by the gold-
coated fibers, can change the value of the accumulative dif-
ferential attenuation. Hence, it is not possible to calibrated
the Raman DTS system for each temperature and save the
calibration parameters for future measurements. Taking into
account these considerations, it is necessary to realize a
calibration process after each change in temperature. The
procedure to carry out the dynamic calibration needed in these
cases, is explained later.
To achieve measurements in real environment field, it can
contemplate the use of a section of the fiber subjected to
a uniform and similar temperature required to perform the
calibration process. In this case, the calibration parameters
obtained (including the differential attenuation) will be sim-
ilar to those needed to accomplish a correct measurement.
Nevertheless, this solution cannot be implementable at all
times. Providing high and stable temperatures in an additional
reference section is really complex in some environments.
Another alternative is the use of the same section where
the temperature is monitored to carry out the calibration
process. This solution is applicable to environments where
the temperatures to be measured are stable and uniform.
This option reduces the added complexity of installing other
systems for calibration. Here, it can detect dynamically sec-
tions subjected to different temperatures and calculate the
calibration parameters for each section separately.
To carry out the calibration process proposed in this work, it
was necessary to determine that the temperature is stable along
entire channel. To achieve this goal temperature measurements
were performed periodically and the measured temperature
was compared with the previously calculated. If the difference
between both measurements was low (less than a predeter-
mined threshold) it would be considered that the temperature
profile was stable and therefore the calibration process could
be performed. This procedure is valid for systems where the
temperature changes slowly.
Once this test was realized, the channel was divided in
various sections, corresponding to different types of fibers
or sections under different temperatures. This division could
be performed manually, when the properties of the channel
to measure were known, or automatically detecting changes
in temperature, or in anti-Stokes/Stokes traces. Here, an al-
gorithm used in image processing for edge detection was
employed. In this work, the first derivative of the temperature
trace was used and those areas where it was not equal to zero
were searched. After delimiting those areas, it proceeded to
calculate the calibration parameters (γ, C and ∆α) needed to
obtain a correct temperature profile using Equation 1.
Firstly, the differential attenuation, ∆α, was determined
for the reference section. The value of this parameter was
calculated independently of C and γ. Moreover, it is not
necessary to know the exact temperature value of the section
where it was estimated. Only through the powers of both anti-
Stokes and Stokes signals recovered from two separate points
at the same temperature (z1 y z2), ∆α is determined by [23]:
∆α(z1, z2) =






However, in this work, in order to improve the accuracy of
this parameter determination, a section at uniform temperature
was considered instead of individual points. In this fiber




where P0S and P0AS are the power of the AS and S signals,
at the scatter point respectively. Taking the natural logarithm








] + ∆αz, (4)
This equation shows that ln[PS/PAS] varies linearly with
distance z. Hence, ∆α was calculated as the slope of a fitted
line of the recovered points of ln[PS/PAS] from this section.
Once this parameter was calculated, it was possible to de-
termine the other two using the stable and known temperature
of the reference section (Figure 2). Fixing γ to its theoretical
value, γ=h∆v/k=490K [21] for a laser emitting in 1064nm,
the constant C was determined divesting it of Equation 1.
As previously mentioned, the parameters γ and C were
considered constants and invariant over time. Therefore, it
has only been necessary to determinate ∆α for the other
sections. Finally, the value of
∫ z
0
∆α(z′)dz′ in the position z
was calculated as the sum of each ∆α of the different sections
until the position z.
In this work, the channel has been divided into 3 main
sections. The first one, corresponding to the 8m of the standard
MMF, the second section is corresponding to the gold-coated
fiber submitted at room temperature and finally, the hot spot
section (third section). For the first two sections, calibration
parameters have not changed because the temperature and the
channel configuration were the same. Therefore, the tempera-
tures obtained in these two sections for all the measurements
were the same as those shown above. For the hot-spot section,
the system is calibrated after each change in temperature.
Figure 6 presents the temperature of this section calculated
after applying the corrections in the values of the accumulative
differential attenuation in each temperature.


































Fig. 6. Temperature profile after correction the accumulative differential
attenuation.
It can be seen that the temperature measured by this method
gives better results in comparison with the conventional cali-
bration process. The measurement error has been reduced to
5◦C approximately at 600◦C.
V. CONCLUSIONS
This work arises from the need to solve the measurement
problems in temperatures higher than 300◦C because the stan-
dard fibers can not be used. In these cases, the acrylate coating
disappears, and therefore the fiber could become more fragile
and prone to suffer irreversible damage. Therefore, in this
temperature range, is necessary to employ metal-coated fibers
to give them the required protection in order to maintain its
physical and optical properties. A high-temperature distributed
sensing system based on a ROTDR implementation and two
types of fibers: a standard multimode fiber and multimode
gold-coated fiber have been presented in this paper. In addition,
a comparison between these fibers have been discussed. A
calibration technique has been implemented to obtain ex-
perimental temperature measurements independently of the
dynamic variation of the optical loss with the temperature in
the Stokes and the anti-Stokes wavelengths. This allows real
implementation in environments where a high and dynamic
temperatures is required. The measured temperature range was
between room temperature (20◦C approximately) and 600◦C
with steps of 50◦C.
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